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Interaction Type Bn 




ASN.1: 


Abstixxrt SyntOK Notation One 


ASTP: 


Advanced Signalling Transfer Protocol 


MTP: 


Messoge Transfer Part 


SCC3>: 


Signalling Connection Control Port 


StGTRAN 


Signolling Tran^x>rt 


SRF: 


Signalling Relay Rjncfton 


srp: 


Signalling Transfer Point 


TCAP: 


Transaction CapalNlity Apptication Part 
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SAS Application Service 



Inbound Message Analysis 



Service Decision 









Outbound Message Synthesis 
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Application Specific Capture and 
Evaluation of DB Search 
Indications (e.g. Errors, 
Exceptions, Indications), Plus 
Service Specific Reaction. 
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Generic Loop Detection Analysis 
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Application Specific Loop 
Detection Analysis 
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[ Database Search j 
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Single Number Table Query 
(with Assembled Search Digit String) 





MATCH 



Indicate MATCH in 
SINGLE TABLE. 




AMBIGUOUS 



NO MATCH 



Indicate AMBIGUOUS 
in SINGLE TABLE. 



Indicate NO MATCH 
in SINGLE TABLE. 



Indicate Error in 
SINGLE TABLE. 
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Generic Loop Detection Analysis 



Seted INRN Slot in found 
Number Table Entry 



Indicate "Signalling 
Loop Detected". 



Perform Loop 
Detection Action 



Disabled 





Yes 



This information is token from the Loop 
Detection Status and Action Configuration 
Table. 

^ The correct slot of INRN is taken from the 
Configuration Data Item 
SasAppliationServiceSoltldOflnrn. 
This information is token from the Loop 
Detection Status and Action Configuration 
Table. 



Indicate '^Signalling 
Loop Not Detected". 




Fig. 6 



SS& Signaling Server with Integrated Advanced Signaling Services 
Attorney Docket Q79901 - BREIHOLZ -Sheet^^f of 5 



ft 

Outbound Message Synthesis 



Result of Service 

Decision? 



MATCH 

2 

Select Entry in "SAS Application Service 
Specific Outbound Processing 
Configuration Table — Normal 
Completion* based on Number Type and 
Portability Status of MATCHed Entry from 
Service Dedsion. 



NO MATCH 

2 

Select Entry in *SAS Application Service 
Specific Outbound Processing 
Configuration Table - Abnormal 
Completion*. 



Error 

2 

Select Entry in *SAS Application Service 
Specific Outbound Processing 
Configuration Table - Abnormal 
Completion". 



Execute Response Actions. 
Fill Output Digit String (if present) 
according to Output Digit String 
Configuration Table. 
Insert Service Control Data (if present) ir 
Output Digit String. 
Provide NoAl (if necessary) to Output 
Address. 

Insert Output Address (rf present) in 
Protocol Element. 



Execute Response Actions. 
Fill Output Digit String (if present) 
according to Output Digit String 
Configuration Table. 
Provide NoAl (if necessary) to Output 
Address. 

Insert Output Address (if present) in 
Protocol Element. 




Execute Response Actions. 
Fill Output Digit String (if present) 
according to Output Digit String 
Configuration Table. 
Provide NoAl (if necessary) to Output 
Address. 

Insert Output Address (if present) in 
Protocol Element. 
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